


MODEL : GC1-02 LPG/NG
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MODEL : GC1-02 LPGING

« Stainless Steel Panel (Panel Thickness : 0.45mm)
+ Auto Ignition with Smoke free Blue Flame

* High Quality valve with 50000 times life warranty

= Supper Energy Saving Technology

« Gas Type : LPG / NG ( optional)

* One 120mm Simmer Burner cap

= Black enamel integrated pan support

- Rated Thermal Flow ( KW)-4.3

« Size 370mm X 285mm X 125mm

MODEL : GC1-03 LPG/NG

+» Stainless Steel Panel (Panel Thickness : 0.4mm)
* Auto Ignition with Smoke free Blue Flame

* High Quality valve with 50000 times life warranty
= Supper Energy Saving Technology

» Gas Type : LPG / NG ( optional)

* One 90mm Burner cap

= Black enamel integrated pan support

* Rated Thermal Flow [ KW)-2.7

* Size 370mm X 285mm X 125m
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MODEL : GC1-03 LPG/NG

MODEL : GC2-04 LPG/NG
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MODEL : GC2-04 LPG/NG

« Stainless Steel Panel (Panel Thickness : 0.45mm)
* One Big Burner & One Small Burner

» Rotary Brass Burner Cap

+ Auto Ignition with tornado Blue Flame

+ High Quality valve with 50000 times life warranty

* 100mm & 120mm two Burmer cap

» 30mm & 45mm Two simmer Burner Cap

» Rated Thermal Flow { KW)-3.4/4.3

* Size 700mm X 370mm X 80mm

= Supper energy Saving Technology

MODEL : GC2-02 LPGING

= Non Magnetic Stainless Steel Panel (Panel Thickness: 0.45mm)
* One Big Burner & One Small Burner

* Brass Burner Cap with Teflon Coating

« Auto Ignition with Smoke Fres Blue Flame

+ High Quality valve with 50000 times life warranty
» 3as Type : LPG / NG ( optional)

* 100mm & 120mm two Burner cap

« 30mm & 45mm Two simmer Bumer Cap

* Rated Thermal Flow { KW)-3.4/4.3

« Size T00mm X 370mm X 80mm

= Supper energy Saving Technology
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MODEL : GC2-02 LPG/NG

MODEL : GC2-11 LPG/NG
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MODEL : GC2-11 LPGING

= Stainless Steel Panel (Panel Thickness : 0.45mm)
* Black Enamel integrated pan support

+ Auto Ignition with Smoke Free Blue Flame

* High Quality valve with 50000 times life warranty
* Gas Type : LPG / NG ( optional)

» 90mm & 90mm two Bumner cap

+ Rated Thermal Flow | KW)-2.7/2.7

+ Size T10mm X 370mm X110mm

= Supper energy Saving Technology




MODEL : GC2-10 LPG/NG
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MODEL : GC2-10 LPGING

» Stainless Steel Panel (Panel Thickness : 0.4mm)
» Black Enamel integrated pan support

« Auto Ignition with Smoke Free Blue Flame

« High Quality valve with 50000 times life warranty
» Gas Type : LPG / NG ( optional)

« 90mm & 90mm two Burner cap

+ Rated Thermal Flow ( KW)-2.7/2.7

« Size 710mm X 370mm X110mm

* Supper energy Saving Technology

MODEL : GC2-01 LPG/NG

+ Stainless Steel Panel (Panel Thickness : 0.4mm)
+ One Big Bumer & One Small Bumer

+ Auto Ignition with Tornado Blue Flame

+ High Quality valve with 50000 times life warranty
+ Gas Type : LPG / NG ( optional)

+ 100mm & 120mm two Burner cap

+ Rated Thermal Flow { KW)-3.4/4.3

+ Supper energy Saving Technology
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MODEL : GC2-01 LPG/NG

MODEL : GC2-03 LPG/NG
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MODEL : GC2-02 LPG/NG

* Stainless Steel Panel (Panel Thickness : 0.4mm)
* One Big Burner & One Small Burner

= Auto Ignition with Tornado Blue Flame

» High Quality valve with 50000 times life warmranty
* Gas Type : LPG / NG ( optional)

* 100mm & 120mm two Burner cap

« Rated Thermal Flow [ KW}-3.4/4.3

» Supper energy Saving Technology

MODEL : TG2-02 LPGING

+ High Quality Tempered glass panel

+ Glass Thickness : 0.8cm

+ Two 120mm Burner Cap

+ Brass Bumer Cap

= High Quality Auto Pulse Ignition start
+ Rated Burner flow (KW) 3.4/3.4

+ European Design Burner

« Supper energy Saving Technology

* Multiply Safety Device
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MODEL : TG2-02 LPG/NG

i b

s BAZI

MODEL : TG2-03 LPG/NG
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MODEL : TG2-03 LPGING

« High Quality Tempered glass panel

» Glass Thickness : 0.8cm

« Two 120mm Burner Cap & One Small Burner Cap (3 Bumner)
« Brass Burner Cap

* High Quality Aute Pulse Ignition start

» Rated Burner flow (KW) 3.4/3.4

» European Design Bumer

= Supper energy Saving Technology

= Multiply Safety Device
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GAZI INTERNATIONAL
3/3 B, Bijoy Nagar

Dhaka-1000, Bangladesh.
Tel: +880-02-8334009
Fax : +880-02-8333233
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Corporate Office :

37/2, Bir Protik Gazi Dastagir Road
Purana Paltan, Dhaka-1000, Bangladesh
Phone: +880-02-9566080, +880-02-9570900
Fax: +880-02-9565286, +880-02-7445236




